
Grass Reinforcement Structure

Atlantis Turf Cell®

- Durable Grass Reinforcement

- Rigid Clipping

- Load Bearing over 4000 t/m2

- Horizontal & Vertical Root Growth

www.atlantiscorp.com.au



Grass Reinforcement Structure

Turf Cell® at a glance.

Reinforced Grass Carparks, 

Driveways & Access Roads... 
 

Atlantis Turf Cell® is an ideal product to reinforce 

grass in trafficable areas. Designed to house and 

protect grass, Turf Cell® enables rigorous horizontal 

and vertical root growth. The strong design ensures   

long time durability and with an installed load 

capacity of 4000t/m2 meets the majority of traffic 
requirements.

The Turf Cell® is also a great solution for increasing 

permeable surfaces around buildings, adding green 

space and lowering the Heat Island effect.

The Turf Cell® structure promotes root growth by 

maintaining regular surface temperature unlike 

concrete pavers that absorb and retain heat which 

scorn the grass roots. 

Adding Flo-Cell® and Flo-Log® ensures a regular 

free draining surface that can be utilised during the 

heaviest rainfall events. Aesthetically the product 

allows the grass to fill in completely, creating a lush 
lawn with an invisible reinforcement structure.

Surface Temperature
Increased vegetation reduces 
ambient temperature around 
buildings.

Permeable Surface
Permits surface water absorption 
and filtration.

Made From Recycled Materials
Gravel Cell® is made from high 
grade recycled materials.

Cost Efficient
Turf Cell® installations are 
significantly more cost efficient 
than concrete or bitumen 
alternatives.

High Load Bearing
The installed Turf Cell® can hold 
weight over 4000 t/m2

High Water Quality
Turf Cell® installations function 
as water filters. Turf Cell® is ideal 
for releasing clean water into the 
environment.

Rigid Clipping System
Unique easy to use interlocking 
system.

Horizontal & Vertical Root Growth

Turf Cell® grass reinforcement structure 

facilitates rigorous vertical and horizontal root 

growth for a durable and healthy turf surface.



Grass Reinforcement Structure

Parking BaysAccess Roads

Slope Stabilization

Flo-Cell®

Flo-Tank® module

Flo-Channel® module

Geotextile

Washed Coarse 
River Sand

Growing Media
Flo-Log®

Turf Cell®

with grass

High Load Bearing

Turf Cell
®

Stabilized slope created with Turf Cell® grass 

reinforcement structure

Terraces are reinforced with Turf Cell® for the 

stabilization of an embankment.



Grass Reinforcement Structure

Flo-Cell® 52mm (2.04”)

Part Number 852-WMD00A

Width 260mm (10.2”)

Height 52mm (2.04”)

Length 480mm (18.9”)

Weight 5.44 kg/m2  (12 lb/10.76 ft2)

Flow Rate 189 L/minute/m (49.9 gal/m/3.14ft)

Pieces per m2 (10.76ft2) 8.01

Ultimate Resistance 130.6 t/m2   (185.6 psi)

Atlantis Water Management

PHONE:  + 612 9417 8344

FAX:  + 612 9417 8311

EMAIL: info@atlantiscorp.com.au

WEB: www.atlantiscorp.com.au  

* For further technical details, please contact our technical department: technical@atlantiscorp.com.au

Flo-Log® Sub Surface Drainage Specifications

Part Number 30014 80020 80030 10519 10520 10521 10522 10523 10524 10525

Width
100 mm
(3.93”)

20 mm
(0.78”)

30 mm
(1.18”)

52 mm
(2.04”)

104 mm
(4.09”)

156 mm
(6.14”)

208 mm
(8.2”)

260 mm
(10.23”)

312 mm
(12.3”)

364 mm
(14.33”)

Height
80 mm
(3.15”)

405 mm
(15.9”)

405 mm
(15.9”)

260 mm
(10.23”)

260 mm
(10.23”)

260 mm
(10.23”)

260 mm
(10.23”)

260 mm
(10.23”)

260 mm
(10.23”)

260 mm
(10.23”)

Length
1080 mm

(42.5”)

1860 mm
(73.2”)

1860 mm
(73.2”)

1920 mm
(75.6”)

1920 mm
(75.6”)

1920 mm
(75.6”)

1920 mm
(75.6”)

1920 mm
(75.6”)

1920 mm
(75.6”)

1920 mm
(75.6”)

Weight
0.62 kg
(1.36 lbs)

2.4 kg
(5.3 lbs)

2.98 kg
(6.5 lbs)

2.6 kg
(5.7 lbs)

5.2 kg
(11.4 lbs)

7.8 kg
(17.2 lbs)

10.4 kg
(23 lbs)

13 kg
(28.6 lbs)

15.6 kg
(34.4 lbs)

18.2 kg
(40.12 lbs)

Geotextile Hydrophillic Non Woven Geotextile (As per Atlantis Specifications)

Surface Area 95% void

Standard Size 
Drainage Logs.

The logs are pre 

wrapped in quality 

geo-textile and are 

available in various 

sizes. The logs are 

two metres in length 

and can be connected 

togther to form any 

length.

*Custom sizes available 

Flo-Cell® 30mm (1.18”)

Part Number 830-WBH00C

Width 406mm (16”)

Height 30mm (1.18”)

Length 620mm (24.4”)

Weight 2.66 kg/ m2 (5.86 lb/10.76 ft2)

Flow Rate 77.9 L/minute/m (20.6 gal/m/3.14 ft)

Pieces per m2 (10.76ft2) 3.97

Ultimate Resistance 90.34 t/m2  (128.4 psi)

Flo-Cell® 680 grams (24 oz.) • W-Clip Flo-Cell® 670 grams (23.6 oz.) • W-Clip


